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CHANGE OF RIBBON 


1. Release cover catches located on 
bottom sides of frame and remove 


by lifting upwards. 


92. Release the safety catches holding 


down the spools. 


3. Lift both spools. 


4. Unwind the old ribbon. 


5. Fasten the loose end of the new 
ribbon to the empty spool (red 
edge) to clip on the outside of 


spool. 


6. Place one spool on the right pin and 


fasten the safety catch. 


7. While holding second spool in hand 
slip the ribbon in front of ribbon 
guide and bend over so that it pas- 
ses in front of the type with the 
black portion to the top. 


8. Place second spool on left pin and 


fasten the safety catch. 


9. Replace plastic cover. 





IMPORTANT 


1. In the event the electric machine 
stops suddenly — _ immediately 
check to see if power cord has be- 
come disconnected from the wall 
socket or from the rear of the ma- 


chine. 


Re-insert power cord and machine 
will then operate without any further 


trouble. 


2. If the top cover is removed the 
power to the machine is automati- 
cally cut off. This is for reasons of 
safety when cleaning, etc., is neces- 


sary. 


3. It is important that you should keep 
a record of the Serial Number of 
your machine. This number is locat- 
ed on the bottom front edge. In 
order to read serial, simply turn ma- 
chine on its side. 


4. Protect your machine from dust. 
Always replace plastic dust cover 
when machine is not in use. 


In the event that service is required, 
DO NOT attempt any adjustments 
yourself but immediately contact the 
place of purchase in order to obtain 


prompt service. 


FOR BEST PERFORMANCE — Have 
your new Adding Machine serviced at 
regular intervals by an expert. Service 
Contracts are readily available at a 


very nominal cost. 


Standard features on every 
model include 


- automatic sub-total 

- direct subtraction 

- large print with red totals 
- credit balance (optional) 


- multiplication by repeat 
addition 


- heavy duty construction 
for dependability 


- carrying case available 
for small extra charge 


The Background of quality... 


No one ever regretted buying 
Quality and we are sure that you 
will never regret placing your 
trust in this quality constructed 
Commodore Adding machine. 


Manufactured in our West-Berlin 
factory to today’s exacting stand- 
ards — you can be assured that 
only the finest quality materials 
have been used and this, to- 
gether with precision assembly 
will guarantee lasting reliability 
and satisfaction. 


Sales and Service facilities 
throughout the United States and 
Canada are further evidence that 
COMMODORE is truly: 


“Equipment that speaks for itself“ 
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This instruction leaflet explains the 
operation of the electric and manual 
models shown in the margin. 


The capitals E and M in the text indi- 
cate whether the instructions refer to 
the electric model (E) or to the manual 
model (M). When covering both mo- 
dels, both capitals are shown (E, M). 


Both Models are available with a 
keyboard and totalling capacity of 
9.999.999.99. There is a manual model 
with reduced capacity: 

Keyboard: 9.999.99 Total: 99.999.99 
All models use standard paper tape 
21/4’ (569 mm) wide and are fitted with 
7/16’ (11 mm) ribbon. 


How to use the keyboard 

First clear the machine by pushing the 
correction key (3) to the extreme right 
and depressing the Grand Total Key 
(4) once (on the manual machine, fol- 
low up by a stroke of the handle). 


E,M 
The Platen Knob facilitates free move- 
ment of the paper tape. 


E,M 
The Paper Release is used to insert 
and adjust the paper tape. 
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The Motor Bar has two functions; it is 
used for adding and to produce a sub- 
total at any time by means of a single 
stroke. 


The Operating Handle has the very 
same functions. A sub-total is pro- 
duced automatically by a single stroke 
without pressing any key, and it is 
printed in red. Further amounts can be 
added to sub-totals or deducted from 
them. 
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The Minus or Subtraction Key is pres- 
sed after entering the amount in the 
usual manner. 

E,M 

The Grand Total Key completes the 
operation and clears the machine at 
the same time. Before entering any 
amount it is advisable to check if the 
machine is clear. 
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ELECTRIC MODEL 


1 Platen knob 

2 Paper release 

3 Column indicator and correction key 
4 Grand total key 

5 Minus or subtraction key 

6 Non-Add key 

7 Motor bar 

8 Multiplication lever 

e for Alternating Current only 


E,M 

The Non Add Key allows reference 
numbers such as_ invoice numbers, 
dates, etc. to be printed without being 
added. Such figures are identified by 
the non add symbol. 


E,M 


3 The Column Indicator and Correction 


Key moves one space to the left with 
each figure entered into the keyboard. 
It shows the number of digits entered. 
Errors can be cancelled by moving the 
column indicator back to the right. 
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The Repeat Key allows to carry out 
simple multiplications (8). The 
example shows how to multiply 23 by 
234. As can be seen, the multiplication 
is converted into a succession of addi- 
tions. Start by pressing the Total Key 
once to clear the machine. Enter the 
larger of the two figures, in this case 
234, move the Repeat Key upwards to 
“X“ and carry out three depressions on 
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MANUAL MODEL 


1 Platen knob 

2 Paper release 

3 Column indicator and correction key 
4 Grand total key 

5 Minus or subtraction key 

6 Non-Add key 

7 Operating handle 

8 Repeat or multiplication key 


the Motor Bar (9). This has multiplied 
234 by 3. Depress the zero key once, 
followed by two depressions on the 
motor bar (9). This has multiplied 234 
by 20. Now push the Correction Lever 
to the right, release the Repeat Key 
towards you, depress the Total Key (3). 


The amount shown in red, in this case 
53.82*, is the product. 


Other multiplications are carried out 
using the same principle. 


EXAMPLE 23x 234 
OO x 
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22.40 
(Total) 53.82 * 


8 The Repeat Key of the manual model 


has the same function as the multipli- 
cation lever of the electric. 


When the same figure is to be added 
several times, to avoid entering it 
every time, enter the amount once and 
depress the repeat key. (To depress 
the repeat key, push it down and for- 
ward.) Now pull the operating handle 
as often as required. After this, the 
column indicator has to be moved to 
the right and the repeat key released. 
By one stroke of the operating handle, 
the sub-total or if required, the total 
can be obtained. Any figure may be 
subtracted several times in exactly the 
same way by depressing the subtrac- 
tion key and the repeat key together. 


E,M 
Credit Balance 


Machines without credit balance can- 
not produce the correct answer if the 
amount added into the machine is less 
than the amount subtracted. These 
machines will show a so-called com- 
plementary answer. 

Machines with credit balance will show 
the true difference between addition 
and subtraction when the subtracted 
amount is larger than the added 
amount. 

Credit sub-totals are shown in red 
marked with an underlined diamond ©, 
credit totals are shown in red with an 
underlined star «. 
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TO INSERT THE PAPER ROLL 
1. Pull out the centre holding pin. 
2. Place the new roll in position. 

3. Replace the pin. 


To insert the paper tape, fold the 
edge of the tape and introduce it 
around the platen between the pla- 
ten and the plastic paper cutter. 
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